
VPC 1600
Pre-crusher for pallets, crates and bulky wood waste

Increases capacity on existing grinders by 200%.

VPC 1600



Applications & Specifications

Specifications VPC 1600
Infeed opening (W x L) Inch 63 x 63
Rotor dimensions Inch d= 30; L= 63
Rotor speed RPM 10
Number of crusher arms pcs. 32
Number of counter breakers pcs. 16
Motor output HP 2 x 30
Overall dimensions (W x H x L) Inch 123 x 32 x 75

Vecoplan, LLC
5708 Uwharrie Road
Archdale, NC 27263
Phone: 336-861-6070
Fax: 336-861-4329
www.vecoplanllc.com

Vecoplan Midwest, LLC
4005 Earnings Way
New Albany, IN 47150
Phone: 812-923-4992
Fax: 812-923-4994
www.vecoplanmidwest.com
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 Two conventional geared motored drives 
with frequency converters
 Two 30 HP drive motors
 Two independent, reversible rotors
 32 crusher arms
 16 counter breakers
 The VPC can be seamlessly combined with a 

Vecoplan shredder
 When combined with a Vecoplan shredder, 

throughput is increased 50−200% 
depending on model

 Pallets
Wooden crates
Wooden cable reels 
 CNC skeletons

Input Material Features
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